














CONNECTING THE INDUCTION COOKER TO THE POWER

Only a certified qualified person is allowed to connect the induction cooker to the mai

Before connecting the induction cooker to the power socket, check that:

1. The internal wiring system is suitable for the amperage drawn by the induction cooker.

2. The voltage corresponds to the nominal value specified on the rating plate

3. The cross-sections of the mains cable can withstand the load specified on the rating plate.

Do not use adapters, voltage dividers or connection devices to connect the induction
mains, as this can lead to overheating and fire.

Mains cable:

The mains cable must not touch the hot components and must be routed so that its
temperature never exceeds 75 °C.

Check with an electrician whether the internal cabling system is suitable without modification.

Modifications may only be carried out by a qualified electrician.
The power supply must be connected in accordance with applicable regulations or a
single-pole circuit breaker. The connection method is shown below.

If the mains cable is damaged or needs to be replaced, this must be carried out by customer service
using the appropriate tools in order to avoid accidents.

- If the induction cooker is connected directly to the mains, a single-pole circuit breaker with a
minimum opening of 3 mm between the contacts must be installed.

- The installer must ensure that a proper connection has been made and that it complies with

safety regulations.

- The mains cable must not be bent or crushed.

- The power cable must be checked regularly and replaced by an authorized electrician.
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REFERENCE FOR POWER CABLE SPECIFICATIONS

1-5A - <1lmm < 1000w
6A - =1lmm <1320w
10A - =1.5mm <2200w
16A =2.5mm <3520w
20A - =2.5mm <4400w
25A - Z4mm <5500w
32A - =zbmm < 7040w
<

40A - 210mm
50A =10mm
63A =16mm
80A =16mm
100A =25mm
125A =35mm
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AFTER-SALES SERVICE

Before contacting the After-sales Service:

1. See if you can solve the problem yourself with the help of the “Troubleshooting guide”.
2. Switch the appliance off and then on again to see if the problem has been eliminated.
If the problem persists after the above checks, contact the nearest After-Sales Service.
Always specify:

-a brief description of the fault

-the product type and exact model

-your full address

-your telephone number

If any repairs are required, contact an authorized After-Sales Service Centre

(to ensure the use of original spare parts and correct repairs). Spare parts are available.



